OHAKIO

HEAD OFFICE
4-5, SHIOKUSA 2-CHOME, NANIWA-KL, OSAKA, 558-0024 JAPAN

TEL:+81-6-6561-3225 FAX;+81-6-6561-8466
HAKKO CORPORATION  ip:/iwww.hakko.com

OVERSEAS AFFILIATES

1.5.A.: AMERICAN HAKKO PRODUCTS, INC.

25072 ANZA DR. SANTA CLARITA, CA 91355, USA.
TEL: (5651) 294-0080 FAX; {661) 294-0088

Toll Fraa (300)53?.;\5!;(‘)

hittpzwww.hakkousa com

HOHNG KONG: HAKKO DEVELOPMENT CO., 1TO.
ROOM 1504 EASTEAN HARBOUR CENTRE,

28 HOI CHAK STREET, QUARRY BAY, HONG KONG.
TEL: 28%1-5588 FAX: 2560-0217

htipAwwe hakko.com.hk/

CHINA; HAKKO DEVELOPMENT €O, LTD.

ROOM 11121115, 11 FLOOR, INTERNATIONAL BANK
TOWER 191 DONGFENG RGAD WEST. GUANGZHOU
510180, CHINA.

TEL; {D20)8135-0112, 8135-0113 FAX: (020)18135-0(8)

TAIWAN: HAKKO DEVELOPMENT O, LTD.

3F.. NO 110, GHUNG HSIN RD, SEC.3, SANCHUNG. TAIPEY

HSIEN, TAIWAN,

TEL: (02)2075-2600 FAX: (02)2073-9565

5'PORE; HAKKO PRODUCTS PTE., LTD.

1. GENTING LINK #02-04, PERFECT INDUSTRIAL
BUILDING, SINGAPORE 348518

TEL: 748-2277 FAX: 7440033 *

E-mail:sales @hakko.com.sg

MALAYSIA: HAKKO PRODUCTS SDN BHD

MALAYSIA HEAD OFFICE

NO.22 JALAN PEMBERITA U1/49,SEKSYEN U1,

TEMASYA INDUSTRIAL PARK 40150 GLENMARIE,

SHAH ALAM.SELANGOR DARUL EHSANWEST MALAYSIA,

TEL: [03)5569-5223 FAX: (03)5569-5221

E-mail:vakkokl @ tm.nal.my

PENANG BRANCH: TEL: (04)507-0880 FAX: (04}507-0899
JOHOAE BAHRU BRANGH: TEL: (07)236-7766 FAX; (0712374655
PHILIPPINES: HAKKO PHILS TRADING CO., INC.

NO. 415 WINDSOR TOWER COMDOMINIUM.

163 LEGASPI ST,, LEGASPI VILLAGE MAKAT,

METRC MANILA, PHILIPFINES

TEL: (02)817-0712, 815-4893 FAX: {02)210-T649
E-mail:hakkaphil @ pacific.nel.ph

INDONESIA: P.T. HAKKO PRODUCTSTAMA INDONESEA

COMP BUMI INDAH BLOK IV NO. 40 NAGOYA BATAM, INDONESIA.
TEL: (778 1457-458 FAX: (778)452-772

£-mail:hakkeblm @indosat.nat.ld

P.T. HAKKO PRODUCTSTAMA INDORESIA

KEBON JERUK PLAZA. BLOK D NO. 6. JALAN RAYA PERJUANGAN,

JAKARTA BARAT, JAKARTA 11530, INDONESIA,
TEL: (21)532-4083 FAX: (21)522-4082
E-maikhakkojit @ cbrnat.id
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MCTOR DRIVE

HDTDR DRIVE

Instruction Manual

®
Thank you for purchasing the HAKKO 152B motor drive,
Please read this manual before operating the HAKKO 152B.
Keep this manual readily accessible for reference.
®



Specifications

Name

HAKKO 1528

Power Consumption

30w

Rotation Speed, max

50 Hz : 28rpm ; 60 Hz : 34rpm

Cuter Dimensions

430 {W) x 150 {H) x 140 (D) mm

[16.9x5.9x5.5in]

Weight

5.6 kg (12.34 Ibs.)

Processing Capacity,
max.

with Lead Former ; 30,000 pcsthr (50Hz)
with Lead Former ; 36,000 pcs/hr {60Hz)}
with Lead Cutter ; 15,000 pcs/hr (50Hz)
with Lead Cutter ; 18,000 pes/hr (60Hz)

* Specifications written here may be subject to change without notice.

Names of Paris

Coupling

Speed Control Knob

Power Switch

Operating Instructions

1.

Loosen the hex socket set screw securing the handle of
the lead former/iead cutter and remove the handle.

Insert the shaft of the lead former/lead cutter into the
coupling and secure it with the hex socket set screw.

Remove the 4 hex drive bolts securing the two securing
bands and remove the bands.

Attach the lead former/lead cutter coupling to the motor
coupling, ensuring that the gears mesh.
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‘ T
Lead Former/Lead Cutter Side Metor Side Setting

Sécure the lead former/lead cutter to the motor drive
with the two securing bands.

Adjust the gearing of the lead former/lead cutter and
leads by inserting a screwdriver or other appropriate tool
into the coupling hole and rotating the tool until proper
alignment is achieved.

Turn the power switch ON and adjust the speed control
knob.



